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APPENDIX F 
 

TEST RESOURCES REQUIREMENTS AND PREREQUISITES 
 

F-1  TEST SITES AND FACILITIES.  Testing will be conducted at the Joint 
Interoperability Test Command (JITC) located on Fort Huachuca, AZ. 
 
F-2  TEST EQUIPMENT.  Test equipment required for certification is the responsibility 
of JITC; vendors are not expected to provide test equipment. 
 
F-3  SWITCHING SYSTEM TEST RESOURCES.  Table F-1 lists the minimum number 
of switching system resources that must be provided.  The table annotates the number 
for testing, not whether the item is required or conditional.  Refer to appendix C for 
switching system certification requirements.   
 

Table F-1.  Switching System Test Resources  
 

Number of Each  Item Required TS MFS EOS SMEO PBX1 PBX2 
T1 SS7 (T1.619a) trunk 10 10 10 - - - 
E1 SS7 (Q.735.3) trunk 10 10 10 - - - 
T1 CAS (MFR1, DTMF, DP) trunk 20 20 20 15 15 15 
E1 CAS (MFR1, DTMF, DP) trunk 12 12 12 12 12 12 
T1 ISDN PRI NI 1/2 (T1.619a) trunk 15 15 15 15 15 - 
T1 ISDN PRI NI 1/2 trunk (non-MLPP) - - - - - 7 
E1 ISDN PRI (Q.955.3) trunk 7 7 7 7 7 7 
Analog E&M Trunk 4 4 4 4 - - 
2 wire analog lines  - 200 200 100 100 100 
ISDN BRI NI /2 (T1.619a) lines - 50 50 35 35 35 
Proprietary Digital lines - 50 50 35 35 35 
VoIP Lines - 50 50 35 35 35 
Analog Telephones - 20 20 20 20 20 
BRI Telephones - 20 20 20 20 20 
P-Phones - 20 20 20 20 20 
VoIP Phones - 20 20 20 20 20 
       
Legend: 
BRI –  Basic Rate Interface 
CAS –  Channel Associated Signaling 
DP –  Dial Pulse 
DTMF –  Dual Tone Multi-Frequency 
E&M –  Ear and Mouth 
E1 –  European Transmission Std. (2.048 Mbps) 
EOS –  End Office Switch 
ISDN –  Integrated Services Digital Network  
ITU –  International Telecommunications Union 

  
Mbps –  Megabits per second 
MFR1 –  Multi-Frequency Recommendation 1 
MFS –  Multifunction Switch  
MLPP –  Multi-Level Precedence and Preemption 
NI 1/2 –  National ISDN Std. 1/2 
P-Phone  –  Proprietary Digital Phone 
PBX1 –  Private Branch Exchange Type 1  
PBX2 –  Private Branch Exchange Type 2  
PRI –  Primary Rate Interface 

 
Q.735.3  –  ITU SS7 Signaling Std. for E1 MLPP 
Q.955.3  –  ITU ISDN Signaling Std. for E1 MLPP 
SMEO –  Small End Office 
SS7 –  Signaling System 7 
Std. –  Standard 
T1 –  American Transmission Std. (1.544 Mbps) 
T1.619a  –  SS7 and ISDN Signaling Std. For T1 
TS –  Tandem Switch 
VoIP –  Voice over Internet Protocol 

 
F-4  PERSONNEL REQUIREMENTS 
 
Function    Quantity   Source 
 
Test Director 1 JITC 
Test Analyst 2 JITC 
Switch Engineer 1 Vendor 
Switch Maintenance Technician       1 Vendor 
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